
TAG 1100 SPECIFICATIONS 

 
Art. no. 0202303  
 
Working capacity  
- Rim diameter clamping: 12ò-30ò 
- Maximum rim width: 16ò (410 mm) 
- Maximum wheel diameter: 47ò (1200 mm) 
- Optional wheel-lifter maximum weight capacity: 80 kg 
 
Motor -inverter chuck details  
- Motor power: 0,75 kW 
- Maximum torque: 1200 Nm 
- Clockwise rotation speed: 6-12 rpm 
- Working noise level: < 70 dB 
 
Bead-breaking unit details  
- Rollers BB cylinders power at 10 bar: 11700 N (1200 kg)  
- Rollers BB maximum span: 610 mm (24ò) 
- Optional bead-pressing cylinder power at 10 bar: 4218 N (430 kg) 
 
Layout details  
- Minimum overall dimensions: 1120 x 1140 x 1770 mm 
- Net weight (optional accessories excluded): 320 kg 
 
 
 
Packing details                               Overall dimensions (mm)  
 
 

 
 
 

TAG 1100  

High Performances 
LeverLess Tyre-Changer 
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ed. 05/2015 

TAG engineers work continuously for technological 
advancement. Therefore, specifications, models  
and options of TAG 1100 are subject to change 
without notice. 

                   WARNING 
Always follow the instructions and safety 
guidelines accompanying this product 
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Gross weight 360 kg 
   (without optional 
      accessories) 
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 TYRE PRESSING UNIT      PNEUMATIC POWERED ASSIST ARM         (Optional) 
 
  Art. no. 9235430           

Speeds and eases demounting & mounting the 
toughest rim and tyre combinations  

Simple control switch activates 
double acting powerful  
air cylinder  

Nylon pressing head with 
special profile complying  
with WDK procedures 

Toughest rim and tyre combinations can be 
mounted with pressing unit with mounting tool,  
top roller and centre clamp 

WDK mounting procedure  
by pressing unit, top roller 
and drop centre clamp 
with rim rubber 
protections 

Pressing on opposite side  
of the tool head, it provides extra leverage  
to demount Run -Flat and low -profile tyres  

Keeps the top bead  
in the drop centre  
following the tyre  
around during  
mounting 

WHEEL LIFTER         PNEUMATIC POWERED LIFT BOARD   (Optional) 
 
Art. no. 9236578  

Integrated pneu-
matic lifter raises 
the wheel safely 
by smooth 
hands free foot 
pedal control 

Convenient installation on  
tyre-changer right-side 

TAG 1100                        KEY FEATURES 

           LNL 
 
LEVER NO-LEVER 
TOUCHLESS  TOOLHEAD 
(Patented) 

   PATENTED FEATURES 

WHEEL LIFTING UNIT 
(Optional) 
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TYRE PRESSING 
           UNIT     
       (Optional) 

             RAL 
 
MULTI FUNCTIONS 

ROLLER BEAD 
LOOSENING  

UNIT 
(Patented) 

SMART LOCK  
 
QUICK LOCKING 
EXPANDING NUT 
       (Patented) 

PAR-ARM 
 
OPERATING  
PARALLEL ARM 
WITH MEMORY LOCK 
(Patented) 

PEDAL CONTROL UNIT 
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